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MicroLink dLAN Wireless

HomePlug adapter with wireless interface—wireless n etwork & Internet access
from the power socket

HomePlug adapter for wireless networking and intern et access using
Wireless LAN

No more problems with thick walls: at last, Wireles s LAN in every room and

on every floor in the house
Extremely flexible in use: Any power socket can pro vide a WLAN connection

No new cables, no drilling, no dirt! Throughout the whole house, just use any

power socket to access the Internet or home network

Data rates of up to 14 Mbps via the household power supply.
Ranges of 200 metres via the power circuit

Very compact form: no bigger than a mains power ad  apter!

Maximum security from eavesdroppers by encryption o ver the power circuit
and WLAN.

Data rates of up to 11 Mbps via the wireless connec  tion.
Ranges of up to 400 metres with Wireless LAN.

3 year warranty
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Enjoy the benefits of the MicroLink dLAN Wireless:

Powerful and flexible:  MicroLink dLAN Wireless combines wireless and HomePlug
technology and so offers you the advantages of both technologies in one device. At last it
is possible to work in every room and on every floor with wireless. Where thick walls made
wireless surfing impossible until now, MicroLink dLAN Wireless makes the connection:
Quick, flexible and reliable! This product turns any power socket into a WLAN connection.
Reception blind spots are a thing of the past. Surf and share data at up to 14 Mbps via the

existing power circuit and at up to 11 Mbps via wireless.

Simple connection and operation!  No new cables, no drilling, no dirt! Throughout the
whole house, just use any power socket to access the Internet or home network. Simply
plug the MicroLink dLAN Wireless into your notebook or PC is connected to your home

network or the Internet.

Safe, secure and doesn't interfere!  HomePlug technology uses the household electricity
meter as a natural barrier. Security against unwanted access from the outside is offered by

a powerful encryption of both the power supply (DES,, encryption) and wireless..

Meets the highest quality standards! The products from devolo are subjected to a
thorough German quality assurance. In this way, devolo assures the optimal functionality

with operating systems, international versions and protocols.
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MicroLink dLAN Wireless

Wireless single user application

devolo AG Sonnenweg 11 52070 Aachen Deutschland

E-Mail: vertriebsinfo@devolo.de Internet: www.devolo.de

Stand: 28.03.2003



MicroLink dLAN Wireless

Wireless multi user application

1ternet ADSL multiuser application via power suppl y
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MicroLink dLAN Wireless

Technical specifications

Standards Wireless specification IEEE 802.11b
Compatible to HomePlug standard
Protocols CSMA/CD

Transmission rate

14 Mbps via power supply
11 Mbps via wireless

Transmission mode

Asynchronous

Modulation OFDM - 84 Carrier (Orthogonal Frequency Division Multiplexing ) via
power supply
DSSS (Direct Sequence Spread Spectrum) via wireless
Range 200 m via power supply
Up to 400 m via wireless
Security DESpro encryption via power supply system
WEP (Wired Equivalent Privacy) via Wireless
LEDs 5 LEDs: 2x WLAN: Rx, Tx

3x dLAN: Link, Col, Act

dLAN connection

EU power adapter

Power consumption

6 VA (max.)

Power supply

Integrated supply via power socket
Rated voltage: 230 V AC

Rated current: 0.026 A

Rated frequency: 50/60 Hz

Temperature

Storage: —25 T - 70 € (= (-13) ¥ - 158 F)
Operating: 0 C—40C (=32 F-104 F)

Environment

10-90% humidity (non-condensing)

Operating systems

e.g. Windows® 98, Windows® Me, Windows® 2000, Windows® XP, Linux® and
all TCP/IP operating systems

Approvals

CE compliant in accordance with all technical requirements for all EU countries

and Switzerland:

EN 60950-1 :2001

EN 55022 :1998+A1 :2000 + Recommendation for a measurement by
Dortmund University

EN 55024 :1998 ; EN 61000-3-2 :2000, EN 61000-3-3 :1995+A1 :2001

EN 300 328-2 V1.2.1, EN 301 489-1 V1.3.1, EN 301 489-17 V1.2.1

Miscellaneous

HTML-Configuration surface

Sales information

Article numbers

01113 (GER/AUS/SWIT/ITA), 01114 (NETH)

EAN code

4250059619982 (GER/AUS/SWIT/ITA), 4250059611146 (NETH)

Warranty

3 years

Service and Support line

Phone: 0180-5338656 (within Germany)
E-mail: support@devolo.de

On-Site Help Phone: 01805-665066 (within Germany)
Sales Phone: +49 (0)241-1827979
Fax: +49 (0)241-1827997
E-mail: vertriebsinfo@devolo.de
Design Wallplug plastic housing (big)
Dimensions 93 x 66 x 56 (height x width x depth)
Weight 234 g
Packaging size 188 x 234 x 71 mm (height x width x depth)
Accessories Manual (in print)
CD-ROM: Windows® drivers (98, Me, 2000, XP), PDF manual,
configuration software for Windows® 98, Windows® Me,
Windows® 2000, Windows® XP, Linux®
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